VSI5X Crusher
VSI5X series of Vertical Shaft Impact Crusher is widely used in various metallic and nonmetallic ores, cement, corhart, abrasive material, glass, construction material, machine-made sand, metallurgy, etc. It is also applicable to crush various stones with different hardness in medium and fine crushing area, such as iron ore, non ferrous metal, emery, bauxite, quartz sand, basalt, etc.
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Features and Benefits:

1. Optimized deep-chamber rotor, increasing the material throughput by 30%.

2. Reversible protecting plate.

3. Built-up hammer.

4. Impact block in diamond shape.

5. Quality bearings from Japan, Sweden and U.S.

6. Choice hydraulic pressure-driven uncapping device imported from Japan.

7. High protection standard motor with high efficiency and less noise.
Application:
VSI5x series VSI crusher is widely applied in industries like cement making, refractory making, glass raw materials making, aggregates making, sand making, metallurgical industry, etc. It is suitable for ores and rocks with different hardness. VSI5x series VSI crusher is highly recommended to crush high hardness materials as iron ore, nonferrous metals, corundum, and bauxite, quartz sand, basalt, etc.  
Technical Data:
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Model
Feed both atcenter
Throughput oo 150-260 240380 350540 500-640
<
pacyin) Feed 70-140 120-200 180-260 250360
MaxFesang | Sotmaterials <5 <20 s <0
Szamm) | Hard materials < <2 <0 <5
Rotation spesa(rimin) 1700-1900 1500-1700 1300-1510 1100-1310
Doule motor power(kW) 110150 180-220 260-320 400-440
Overall dimension L'WH(mm) | 4100°2330'2300 | 4140°2500°2700 | 4560°2600°2900 | 5100°2790°3320
Weightt) 6 118 175 275
Power supply 380V, 50z
Power of doudle
Iubropump motor Zostkw
Double complementary ubropumps supply oi. Autc-stop without il flw,Water-cool
Lightoil | Safelyprolecton System Hotor-heating for winter
lubrication
oo | OlHank heating o
power
Overalldimension o0rm20r1070

LW H(mm)
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Medium

240
063

031

>=12

220
Bearing oil 32—46%




Note: This specification is just for reference, any changes are subject to the VSI5x Crusher products.
Contact Us:

Address:

South Jinqiao Area, Pudong New Area, Shanghai, China.

Tel: 

86-21-51860270

Email: 

sbm@shibang-group.com 

Web:

http://www.shibang-group.com
